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我们秉承“诚信、质量、创新、卓越”的经营理念，严格遵循“
客户至上”的企业价值观，赢得了越来越多的客户信赖与合作。

如果您有任何需要，请随时联系我们，我们相信我们能够为

您提供最佳的服务和解决方案！

We adhere to the business philosophy of "Integrity, Quality, Innovation, 
and Excellence," and strictly follow the corporate value of "Customer 
First," winning the trust and cooperation of an increasing number of 
customers.

If you have any needs, please feel free to contact us. We believe we 
can provide you with the best service and solutions!

企业简介 Company introduction

  安平县金泽宏丝网制品有限公司成立于2000年，总部位于中国丝网之乡

——安平县。自成立以来，公司始终专注于高品质丝网产品的研发、生产

和销售。随着公司的快速发展，已建立多家分厂，生产各类丝网产品。公

司产品主要涵盖金属过滤网（席型网，反差席型网， 不锈钢网， 蚀刻网， 

铜包钢席型网， 轧花网）。产品远销欧洲、美国、俄罗斯、澳大利亚、

加拿大、泰国、印度尼西亚等国家和地区。

  Anping Jinzehong Wire Mesh Products Co., Ltd.

Founded in 2000, Anping Jinzehong Wire Mesh Products Co., Ltd. 

is headquartered in Anping County, the "Hometown of Wire Mesh" 

in China. Since its inception, the company has focused on the 

research, development, production, and sales of high-quality 

wire mesh products. With rapid development, the company has 

established multiple branch factories, producing various wire 

mesh products. Our main products cover metal filter mesh (woven 

wire mesh, contrast woven wire mesh, stainless steel mesh, 

etched mesh, copper-clad steel woven wire mesh, crimped wire 

mesh). Our products are exported to Europe, the United States, 

Russia, Australia, Canada, Thailand, Indonesia, and other 

countries and regions.



平纹编织席型网

滤网号 目数(径x纬)
丝径

(径x纬)

孔径

(um)

每平米重量

(kg)

32# 8×62 0.63mmx0.45mm 300 5.42

40# 10×79 0.50mmx0.355mm 250 3.16

48# 12x64 0.58mmx0.40mm 280 2.9

55# 14×88 0.40mmx0.30mm 180 2.54

76# 19×140 0.315mmx0.20mm 140 1.88

80# 20×300 0.35mmx0.20mm - 3.6

95# 24×110 0.355mmx0.25mm 120 2.45

100# 25×140 0.28mmx0.20mm 100 1.95

120# 30×150 0.25mmx0.18mm 80 1.68

140# 35×175 0.224mmx0.16mm 71 1.52

160# 40×200 0.20mmx0.14mm 60 1.40

180# 45×250 0.16mm×0.112mm 56 1.09

200# 50×250 0.14mmx0.11mm 53 1.04

220# 55.5×280 0.14mmx 0.10mm 50 0.92

240# 65×330 0.11mmx0.08mm 36 0.71

280# (1) 70×350 0.11mmx 0.08mm 35 0.72

280# (2) 70×385 0.1mmx0.07mm 32 0.75

300# 78×700 0.11mmx0.08mm 30 1.39

315# (1) 80×400 0.10mmx0.065mm 40 0.62

315# (2) 80×600 0.10mmx0.06mm - 0.74

315# (3) 80×800 0.15mmx0.04mm - 0.77

320# 81×780 0.10mmx 0.07mm 30 1.22

354# 90×550 0.12mmx0.05 - 0.667



镀铜荷兰金属网 

Dutch wire mesh

经丝：铜焊丝Warp: Copper weld wire

纬丝：镀锌丝Weft: Galvanized wire

线径

Wire diameter

经丝径：0.25毫米Warp:0.35mm

纬丝径：0.35毫米Weft :0.25mm
纬丝径可以是扁线：0.26毫米x 0.38毫米Weft can be flat wire:0.26mmx0.38mm

网尺寸

Mesh size

110x17目110x15目110x 17 MESH 110x 15 MESH

110x13目110x11目110x 13 MESH 110x 11 MESH
公差 (±1 目)Tolerance (±1mesh)

宽       Width
308mm (+0-2mm)

230mm (+0-2mm)

长     Length 50m,80m (40m-100m)

荷兰金属丝网 ，由铜焊丝制成 ，网格是对比编

织的。特殊材料和加工工艺与普通不锈钢丝网不同，

成功地提高了网眼抗拉强度和过滤精度 ，它可以在

生产中稳定使用。

本产品具有精密滤清器的特点 ，因此广泛用于燃

油滤清器 ，精密压力滤清器 ，真空滤清器 ，也适用

于石油 ，化工 ，橡胶 ，塑料 ，轮胎制造 ，冶金 ，航

空航天 ，化纤 ，食品等行业。

Dutch wire mesh,it is made of copper wire,the mesh is contrast
woven.The special material and processing are different from the   
normal stainless steel wire mesh,and it successfully improved the  
mesh tensile strength and the filtering accuracy.It can be used
steadily  in  production.
It has the characteristics of precision filter,so it is widely used with   
fuel filter,precision pressure filter,vacuum filter,also applicable to 

petroleum,chemical,rubber,plastic,tire      manufacturing,metallurgy, 
aerospace,chemical fiber,food and other industries.

Copper coated dutch wire mesh
镀铜荷兰金属网

产品规格



反差席型网是席型网的一种，之所以称为席型网是因为

他的经纬丝径不同，目数不同。合理的搭配丝经和目数以

达到方眼网无法达到的过滤密度。所以席型网都是过滤精

细的密纹网，但是一般都是经丝丝径大于纬丝丝径。反差

式织法之所以称为反差是因为纬线比经线粗很多。

(席型网达到了一般不锈钢网不可能达到的过滤精度)

产 品 特 点|Features
网面光洁 ， 硬度高 ， 不断网 ， 不变形，

耐高温 ， 耐腐蚀 ， 走网灵活等优点，

具有卓越的过滤性能 ， 过滤精度好 ，

负荷强度高 ， 耐高温 、 耐低温等特点

Reverse dutch weave wire  mesh.Normally  named  dutch  weave wiremesh  because  its     
warpand  weft  wires  have  different  diameters  and  different   mesh   numbers.Reasonable  
collocation of silk warp and mesh to achieve square mesh can not reach the filter den

the   filtration     accuracy   that     thegeneral   stainless     steel   wire     mesh   cannot     achieve)

Uses:Widely used in such as plastic woven bags,plastic film,aerospace,petroleum,chemical,  
chemical fiber,machinery,plastic  products,scientific research and transportation industries.  
Plastic extruder with automatic belt filter,plastic melt filter,plastic machine belt filter.Products 
work fine,often with filtration equipment exported to Southeast Asia,Britain,Germany,Japan,
the United States,South Africa, Indonesia,Thailand and other countries and regions.

反向荷兰编织钢丝网

Specifications of Reverse Dutch Weave Wire Mash

目数/英寸
Mesh/inch

线径(毫米)  
Wire Dia. (mm)

宽度(毫米)  
Width (mm)

长度/卷(米)  
Length/Roll (m)

72/15 0.45/0.55 97-400二 1020
120/15 0.35/0.45 97-400 1020
132/17 0.32/0.45 97-400 1020
150/17 0.3/0.45 97-400 1020
152/24 0.27/0.4 97-400 1020
152/30 0.27/0.4 97-400二 1020
170/17 0.27/0.45 97-400 1020
180/18 0.27/0.45 97-400 1020
200/40 0.17/0.27 97-400 1020
260/40 0.15/0.25 97-400 1020

Features:smooth mesh surface,high
hardness,continuous  mesh,no  deformation,   
high temperature  resistance,corrosion
resistance,flexible  mesh  walking,etc.,with
excellent  filtering  performance,good  filtering 
accuracy,high  load  strength,high temperature 
resistance,low temperature  resistance,etc.

广泛用于例如塑料编织袋、塑料薄膜等，

天、石油、化工、化纤、机械、塑料制  

品、科研及输送等行业。塑料挤出机用  

自动带式过滤网，塑料熔体过滤网，

塑机带式过滤网。产品做工精细，

常配合过滤设备出口到东南亚、英国、 

德国、 日本、美国、南非、印尼、泰国  

等国家及地区。

Reverse  Dutch Weave Wire  Mesh

反向荷兰编织金属网

产品用途| usages



席型网经纬丝丝径不同，目数不同。合理的搭

配丝经和目数以达到方眼网无法达到的过滤密度。  

所以席型网都是过滤精细的密纹网，但是一般都   

是经丝丝径大于纬丝丝径。反差式织法之所以称   

为反差，是因为纬线比经线粗很多。 (席型网达到   

了一般不锈钢网不可能达到的过滤精度)

The dutch weave wire mesh warp wire and weft wire diammeteris
diffrent the  mesh  is diffrent.Reasonable collocation of warp and
mesh to achieve square mesh can not reach the filter rating density.  
Therefore,the dutch weave wire mesh have accurate filter rating,
Jenarally  the  warpwire  diameteris  largerthan  the  weft  wire
diameter.The contrast weave is called reverse because the weft
is much thicker than the warp. (The dutch weave mesh reached the

filtration accuracy that the general stainless steel net cannot achieve)

产 品 材 质| Material

不锈钢丝、 stainless steel wire

 镍 丝       nickel  wire

 铜 丝 等      copperwire,etc

斜纹编织席型网

滤网号 目数(径x纬)
丝径

(径x纬)

孔径

(um)

每平米重量

(kg)

360# 91×787 0.10mmx0.07 25 1.24

400# 101×900 0.10mmx0.063 20 1.22

472# 120×400 0.10mmx0.075 - 0.862

500# 127×1100 0.07mmx0.05 17 0.81

630# 160×1500 0.063mmx0.04 15 0.62

650# (1) 165×400 0.071mmx0.06 0.56

650# (2) 165x600 0.071mmx0.05 - 0.575

650# (3) 165x800 0.071mmx0.05 25 0.7

650# (4) 165×1100 0.071mmx0.045 - 0.756

650# (5) 165×1400 0.071mmx0.04 16 0.76

685# 174×1700 0.063mmx0.032 13 0.61

787# (1) 200×600 0.071mmx0.06 0.792

787# (2) 200×800 0.071mmx0.06 - 0.972

787# (3) 200×1400 0.071mmx0.04 12 0.8

795# 202x1760 0.05mmx0.032 10 0.6

850# 216×1860 0.045mmx0.030 9 0.518

1000# 254x2000 0.04mmx0.028 8 0.5

1125# 285×2235 0.036mmx0.025 7 0.439

1228# 312x2100 0.035mm×0.025 - 0.423

1250# 318x2235 0.036mmx0.025 0.449

1280# 325×2300 0.035mmx0.025 5 0.45

1575# 400×3100 0.035mmx0.019 3 0.369

产 品 用 途l u sages

用于精密压力过滤器，燃油过滤器， 

真空过滤器同时适用于航天、石油、

化工、化纤、橡胶、车胎制造、冶金、

医药、食品等行业。

Used  forprecision  pressure  filters,fuel  filters, 
vacuum filters are also suitable for aerospace, 
petroleum, chemical, chemical      fiber, rubber,  
tire       manufacturing, metallurgy, medicine,

food  and  otherindustries.

Twill weave dutch wire mesh

斜纹编织席型网



stainless steel wire mesh

不锈钢网

Extruder  screen
过滤网片



Sinterate mesh filter

烧结网过滤芯

过 滤 网 片| Filter mesh



蚀刻网
Etched mesh

The etched mesh is made from high-quality metal sheets (such as SUS304, 304L, 
316, 316L, 310S stainless steel, and alloys such as copper, nickel, and 
titanium), and is formed in one piece through a precise chemical etching 
process. The mesh surface is flat and smooth, free of burrs and broken wires, 
with uniform mesh openings and extremely high dimensional accuracy (up to 
±0.01mm). The product possesses excellent properties such as acid and alkali 
resistance, high temperature resistance, oxidation resistance, non-toxicity, 
odorlessness, and cleanliness, while also exhibiting good conductivity and 
solderability.



孔型与图形：蚀刻网的优势在于可加工圆形、方形、椭圆形
、矩形等各种复杂图形，且能保证孔壁垂直、无毛刺。

平面度：高质量的蚀刻网平面度可以保持在0.02mm以下。

定制化：以上规格多为厂商标准，实际生产中，尺寸、厚度
、孔径、精度等均可根据客户需求进行定制

Hole Shape and Pattern: The advantage of etched mesh lies in its ability to process various 

complex shapes such as circles, squares, ovals, and rectangles, while ensuring perpendicular 

hole walls and a burr-free finish.

Flatness: High-quality etched mesh can maintain a flatness below 0.02mm.

Customization: The above specifications are mostly manufacturer standards. In actual 

production, dimensions, thickness, hole diameter, precision, etc., can all be customized 

according to customer needs.

产 品 材 质| Material

不锈钢 stainless steel 

 镍       nickel  

 铜       copperwire,etc

Etched mesh
蚀刻网

Technical 
parameters

Common 
Specifications 
Range

Notes/Higher 
Precision Cases

Applicable materials Stainless steel (such 
as SUS304, 316L), 
copper, aluminum, 
nickel, titanium and 
their alloys, etc.

Plate thickness 0.01mm - 2.0mm Specially skilled at 
processing thin plates 
less than 0.5mm thick.

Maximum Etching 
Area

500*600mm Some manufacturers 
can produce 600mm 
× 750mm.

Minimum wire 
diameter/wire 
diameter

0.02mm

Minimum aperture Round hole: 0.15mm 
Square hole/seam 
width: 0.15mm

Higher precision: 
Some manufacturers 
can achieve 0.08mm, 
or even 0.05mm.

Dimensional accuracy ±0.01mm Higher precision: 
Some manufacturers 
can achieve 
±0.0075mm or 
±0.005mm.



轧花网
Crimped wire mesh

Crimped wire mesh is woven from pre-crimped wires, offering 
high strength, a flat surface, and excellent corrosion 
resistance, and is widely used in mining screening, 
architectural decoration, and food processing.



Crimped wire mesh technical specifications
       轧花网技术规格表

Basic parameters
Parameter categories Specifications range

Material Stainless steel 
(201/202/301/302/304/304
L/309S/310S/316/316L/32
1/317/317L, etc.), carbon 
steel, galvanized steel 
wire, copper wire, nickel 
alloy, titanium alloy, etc.

Wire diameter range 0.3mm – 6.0mm (Custom 
sizes available)

Mesh count range 1 mesh – 20 mesh

Mesh shape Square holes, rectangular 
holes (long holes), and U-
shaped holes

Weaving method Pre-rolling followed by 
weaving

Mesh width 1 meter – 5 meters

Mesh length 2 meters – 30 meters 
(standard roll supply)

Mesh Count/Wire Diameter/Aperture/Weight Reference Table
Mesh count 
(mesh/inch)

Wire diameter 
(mm)

Hole size（mm） Weight (kg/m²)

1 4.06 21.34 8.24
1 3.25 22.15 5.50
1 2.64 22.76 3.50
1.5 2.34 14.60 4.11
2 2.64 10.06 8.98
2 2.34 10.36 5.48
2 1.63 11.07 2.62
3 2.64 5.67 11.50
3 2.20 6.27 7.00
3 1.63 6.84 4.00
4 2.64 3.55 14.50
4 2.20 4.15 9.00
4 1.63 4.72 5.00
5 1.63 3.45 7.00
5 1.22 3.89 4.00
6 1.22 3.04 4.50
6 0.91 3.31 2.60



Crimped wire mesh technical specifications
       轧花网技术规格表

Mesh Count/Wire Diameter/Aperture/Weight Reference Table

Mesh count (mesh/inch) Wire diameter (mm) Hole size（mm） Weight (kg/m²)

7 1.22 2.47 5.60
8 1.22 1.95 6.00

8 0.91 2.26 3.30
8 0.81 2.36 2.60
10 0.91 1.63 4.20
10 0.81 2.16 3.30
12 0.71 1.41 3.10
14 0.56 1.25 2.20
16 0.46 1.03 1.80
18 0.46 0.95 2.00

Crimped wire mesh can be categorized into various types based on its application, such as mining screen crimped wire mesh, barbecue crimped 
wire mesh, and decorative crimped wire mesh, covering multiple fields including industry and civil use.

Industry and Mining: This is the core application area for crimped wire mesh. It is widely used in mining, coal plants, petroleum, chemical, and 
construction machinery industries. It can be used as a vibrating screen for grading and screening solid materials, and also for filtering liquids and 
slurries.

Construction and Protection: In the construction industry, crimped wire mesh is used as wall reinforcement mesh, protective mesh, and 
construction machinery cages. It is also commonly used to make fences for sports fields, landscaping, waterways, residences, and zoos, 
providing safety protection.

Food and Civil Use: In stainless steel, crimped wire mesh is commonly used in food machinery, cookware, barbecue grills, and food baskets. In 
daily life, it is also used to make handicrafts, baskets, and hardware products.



检验  inspection

包 装 | pakages


